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Always close the main supply valve before main-
tenance (service). (Except for when calibration of 
temperature is performed).
See illustrations on page 1.

Rinse the supply pipework!
Rinsing the pipework before attaching the mixer to 
the supply eliminates the risk of filter clogging by 
unwanted particles from the pipes.

��   Installation
The mixing valve is installed in a Ø 42 mm hole, 
and attached with the fixing nut. When the valve 
is attached to a plate thickness less than 8 mm, the 
enclosed spacing nut is used as a counter support.
At 8 mm the both spacers are used, and at 10 mm 
only one of the spacers is needed. When the plate 
is thicker than 12 mm, no additional spacer is 
required.
Connect the pipework, hot water to HOT and cold 
water to COLD.
Assemble the knob and check the outlet 
temperature.

��   Function controls

�	   Temperature calibration
When the Temperature knob is turned against the 
stop (as far as possible without pressing the over-
ride button), the mixed water should be suitable 
for shower and bath (appr. 38°C). The mixers are 
delivered with the stop limit set at 38°C (100°F). 
If the mixed water temperature is either too hot or 
too cold at this knob position, the mixer should be 
recalibrated.

�
   Measures when malfunction occurs
If the mixer supplies insufficient flow, or if the 
temperature regulation is poor, the first recommen-
ded step is to clean the filters. If the function is not 
improving, replace the T/P cartridge. See also (5).
After the installation, check the mixed water tem-
perature (3).

��   Dismounting and attaching the T/P cart-
ridge head piece
Press the spindle and hold it, not allowing it to  
rotate, when the head piece is threaded on /off.
 
Freezing damage risks
If the mixing valve is exposed to temperatures below 
0°C, (as unheated leisure house, wintertime) the risk 
of damage caused by freezing is apparent. Dismount 
the mixing valve and keep it in heated areas!

If the mixing valve will be stored in unheated loca-
tions (freezing temperatures): Dismount the mixer 
and take out the T/P cartridge. Shake out excessive 
water from the mixer body and T/P cartridge.

Technical data
Installation requirements:
Cold water supply temperature 5 - 25°C.
Hot water supply temperature 50 - 80°C
Water supply pressure 50 - 1000 kPa.


